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Zytron 100 Coverall 

Excellent Fabric 
Choice For Dry 
Particulates To 
Light Splash. 
 

 Ideal where workers need to be pro-

tected against hazardous particles or 
light chemical exposure. 

 Excellent holdout against a range of 
common chemical hazards. 

 Zytron 100XP offers greater fabric 
strength when needed 

 Bound seam styles include storm flap 

with pressure sensitive closure. 
 Applications: Acid handling, tank clean-

ing, petro-chemical operations, 
agrichemical mixing/application 

ChemScan® labels – 

quick, accurate and only 
from Kappler. 

Scan the label with your 
phone’s QR reader for a 
complete list of chemicals 
tested against your gar-
ment’s protective fabric. 
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Zytron 100 Coverall        Style Z1B428XP 

Zytron 100XP holds out many 
common industrial hazards. 

ChemTape®  99402YW is an 
essential accessory for most 
chemical scenarios 

Zytron 100XP offers enhanced 
fabric strength 

Hooded coverall styles feature 
extended neck design 

Important Notes 

This garment is designed to be worn as a system in 
combination with other personal protective equip-
ment, such as boots, & respiratory equipment, 
please view range of respirators available. 

* Industrial chemical testing was conducted in 
accordance with ASTM F 739 with normalized 
breakthrough times reported in minutes. For de-
tailed technical data and physical properties visit 
kappler.com. 

Caution 

Temperature service range - 60˚C to 93˚C estab-
lished by forming tests at high (ASTM D751) 
& low (ASTM D2136) Zytron®  
fabrics offer little to no thermal heat protection to 
the user. The temperature range for the fabric & 
seams is well beyond the temperatures that the 
human skin can withstand without injury.  Perme-
ation testing per ASTM F739 is performed at an 
ambient temperature of approx. 25˚C. Variation 
of temperature affects the behaviour & aggres-
siveness of chemicals & may alter the barrier 
performance of the fabric. 

Responsibility Of Users 

It is the responsibility of the user to select garments which are for each intended use 
and which meet all specified government and industry standards. Zytron®  garments are intend-
ed to help reduce the potential for injury, but no protective apparel alone, can eliminate all risk 
of   apparel must be used in conjunction with general safety practices. Zy-
tron® garments are designed for limited use. It is the responsibility of the wearer to inspect 
garments periodically to ensure that all components, including fabric, valves, visors, gloves, 
zippers, seams, and interfaces are in good working condition, and provide adequate protection for 
the operation and chemicals to be encountered.  Failure to fully inspect garments may result in 
serious injury or death to the wearer. Never wear garments that have not been fully inspected 
and in the case of Level A garments, pressure tested prior to use.  Any garment which does 
not pass inspection should be removed from service immediately. Never wear a garment that is 
contaminated, altered or damaged.  If the Zytron®  garment is altered, abraded, cut, torn, 
punctured or otherwise and in any way breached, do not use. The chemical protective garment 
material has finite resistance to abrasion, cut, tear and puncture.  If the Zytron® garment is 
damaged during use, retreat immediately to a safe environment, thoroughly decontaminate 
the garment, then dispose of it in a safe manner. It is the responsibility of the garment wear-
er, and the wearer’s supervisor and employer to examine the condition of the garment before and 
during use to be sure that the garment is suitable for use in that environment by that employee. 

Elasticated cuffs and ankles 
(excludes gloves and boots). 

Optional Extra  AR0B0 
Tingley Hazproof Boots. 

Bound Seams. 

Shown Below 
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Zytron 100XP 

Note: Sources for all chemical test data are independent laboratories. All tests were performed under laboratory conditions and not under actual use 
conditions. Tests were performed on material samples, not actual garments. All chemicals tested at 95% and 75° F except Sodium Hydroxide, tested 
at 50%. MM-0013 / 14KAP096 / 11-14 / 500 

WARNING: This information is based on technical data that 
Kappler believes to be reliable. It is subject to revision as 
additional knowledge and experience are gained. The website 
will contain Kappler’s most 
up-to-date product information, and customers who receive 
pamphlets, brochures or other literature should be aware that 
such “hard copy” information may not be as current as the 
information on Kappler’s website. www.kappler.com   
Customers also should recognize that there are uses, environ-
ments and chemicals for which Kappler products, garments 
and/or fabrics are unsuitable. It is the responsibility of the 
user to review available data and verify that the product, 
garment and/or fabric is appropriate for the intended use and 
meets all specified government and/or industry standards. 
Also, the customer should review all available information on 
the website to understand the uses – and limitations – on ALL 
products, garments and fabrics which Kappler makes availa-
ble.  
CAUTION: Do not use for fire protection. Avoid open flame 
or intense heat. 

HazMatch is an easy-to-use online selection tool that provides the data to help you make informed decisions 
about protective apparel. You can search by chemical or by fabric, with new chemicals constantly being 
added to the database.  Check back often to see the latest available results. And if you have a chemical that 
does not appear in the database, contact Kappler Customer Service at 1-800-600-4019 for details on our 
free chemical testing plan. 

HazMatch® is an easy-to-use protective apparel selection tool from Kappler that allows a user to choose 
an appropriate safety garment based on a specific chemical hazard and the exposure scenario. Haz-
Match also allows a user to save search results to document a Hazard Assessment procedure, which 
satisfies OSHA requirements for this important procedure. 
HazMatch is ideal for emergency responders, industrial hygienists, safety managers or other profession-
als dealing with hazardous materials. 
The app contains a database of tested chemicals, which the user can search by either chemical name or 
CAS number. Once a chemical is selected, a user completes a short questionnaire on the hazard situa-
tion (such as level and length of exposure) and HazMatch will recommend a protective garment that 
matches the exposure criteria. 
In the event that multiple protective garments are suitable for the chemical and hazard scenario, all of 
the available choices will be listed with the least expensive garment appearing first. Each recommended 
garment recommendation includes detailed information about that particular style. 
HazMatch also may be searched by the different protective fabrics Kappler offers. This search mode 
provides a list of tested chemicals for a specific fabric and the holdout time for each chemical. All of the 

chemical data in HazMatch is based on third-party testing, with the database updated regularly with 
new chemicals. 

https://itunes.apple.com/us/artist/kappler-inc./id508819849
https://play.google.com/store/apps/details?id=com.kappler.hazmatch

